_) KB LHB-LED-60-8XX

LED High Bay Fixt
= LIGHTING igh Bay Fixture

Overview

Project Complete Compact 60W LED High Bay
Fixture; 120—277V Input

Type

Catalog #

PRODUCT FEATURES

e Architectural grade compact design e UL Listed 1598: Suitable for dry and damp locations
e Designed to accept easy screw-in installation of optional ¢ Ambient operating temperature: -20°C/-4°F to
sensors via 1/2" threaded receptacle in driver cover 50°C [122°F
e Compatible with emergency LED drivers; mounting kit e THD: < 20%
required (sold separately) e PF:>0.90
¢ Powered by 0—10V dimming LED drivers with 12V Aux * LED chip lifetime: L70 >100,000 hrs @ 25C°/77F°
¢ Frosted lens eliminates glare ambient fixture temp.

¢ V-hook and chain mounting accessories included

PERFORMANCE SPECIFICATIONS

Nominal

Catalog Number Length Input Voltage ccT* Wattage Lumen Output Efficacy CRI Power Factor Lifetime
LHB-LED-60-840 1.5 ft. 120-277V 4000K 9,000 150 Im/W
60W >80 >0.90 50,000 hrs
LHB-LED-60-850 1.5 ft. 120 277V 5000K 9,060 151 Im/w
Order Code Pack QTY. UPC Easy Code
LHB-LED-60-840 843654137919 128-77
1
LHB-LED-60-850 843654137926 JBU-65
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PHYSICAL SPECIFICATIONS
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LUMINOUS INTENSITY DISTRIBUTION*

PHOTOMETRIC SPECIFICATIONS
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Average diffuse angle (50%): 1002
1 Violet CO - C180

2 Green C90 - C270

Unit: cd
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