_) KB RCIT-LED-100SW-SCT3

— LlGHT|NG Round LED Vapor Tight
=

Description
Project This fixture is a combination of the
line’s best features in a smaller
round unit for tight areas that need
Type LED lighting.
Applications
Catalog # PP

¢ Low bay areas that require a
smaller LED enclosure

¢ Replacement for existing
round installations

Standard ¢ Ideal for both industrial and

architectural environments
LISTED

RoHSH

Compliant
FEATURES & BENEFITS
e Housing e No Bulky Latches
o UL BVA fiberglass (will not melt or burn) o Pinsert™ System
o UL approved for through wiring o Captive pins snap in place to seal
o UL fl rated (suitable for outdoor use and the housing and lens together

exposure to ultraviolet light)
o Meets UL 746 (suitable for exposure to and
immersion of water) m
e Board & Driver Trays
o LED boards are attached to a one-piece o 18" in diameter
painted white steel tray . « All dimensions shown in inches unless otherwise noted
o Tray securely snaps into a stainless steel
retainer clips, which are installed in housing
o Drivers are attached to the driver attachment
rail (plate), which is installed in the base of
the housing for maximum heat dissipation
e Gasket ol 7
o “Poured in place”, closed cell polyurethane

o Compressed recovery of 95% to 99%
o Will not support fungal growth

e

Model Lumen Output Option 3000K 3500K 4000K 5000K Wattage
L12 1,745 11,830 12,41 12,083 95
RCIT
L5 15,600 15,712 15,824 16,050 100
ORDERING GUIDE Series Body Lens Lumens CCT Voltage Dimming Mounting Controls Cords Options
RCIT 18-PIP BLANK L15 50 U BLANK DMB BLANK BLANK BLANK
Round with Acrylic Clear 15,000 5000K 120/277 VAC 0-10v Stainless Steel No Controls No Cords
Gasket Drop Lens Lumens Mounting GAR
40 H Bracket MoOs Csx Garage

18-PIP-JB ACR-FR50 L12 4000K 347/480 VAC Microwave Cord Set Reflector
Round with Acrylic Frost 12,000 75 Under the Where X is
Gasket & Drop Lens Lumens 30 %" NPT Pendant  Lens On/Off Length LT12
Junction 3000K Mount Hub Stainless
Box Mount PC CS6P Lens Tether

Polycarbonate Hook 6 ft. Cord

Clear Drop Lens Stainless Steel with 120V

Hook Mount Straight Plug

PC-FR50

Polycarbonate CF

Frost Drop Lens Consult for

Other Plugs
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ACCESSORIES & OPTIONS

Optics
o Alllenses are injection molded and have the Guardian Seal feature
o Optional stainless steel lens tether (which connects the lens to the board tray) are
available for ease of maintenance without the possibility of dropping the lens
o Smooth drop lens
o Available in either clear or FR50 frost
= Acrylic
» 100% impact modified (similar to DR), non-yellowing
e Bestin areas with UV exposure
e Clear Transmission: 93%
¢ Frosted Transmission: 88%
= Polycarbonate
e UV stabilized
* Best in extreme temperature and high abuse conditions (freezers/foundries)
e Clear Transmission: 89%
e Frosted Transmission: 82%
Installation
o Fixture can be mounted in various ways:
= Hook
= Pendant with hub
= Direct Ceiling Mount
= J-Box Housing (CTR-HV5-18-PIP-JB)

Pendant with hub

Direct Ceiling Mount J-Box Housing (CTR-HV5-18-PIP-JB)
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